
Digital Counter                                      C-204 / C-205     

Features

C-204 : 4 Digital Counter

C-205 : 5 Digital Counter

Outline Dimension is 1/16 DIN standard (48x48mm)

Wide voltage range from 90 to 240VAC

Easy operation with parameters for ideal function setting

Dividend & Lock setting available

Output: Relay 220Vac/1A, NPN output 30Vdc/50mA
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RESET / Parameter KEY

Setting for 1st  digit  (0~9)

Setting for 2nd digit  (0~9)

Setting for 3rd digit   (0~9)

Setting for 4rd digit   (0~9)

Setting for 5th digit   (For option 5 digital only)

Process Value (0.3" Red LED)

Setting Value  (0.3" Red LED)
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Panel Description
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Decimal Selection
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None 
Point 1 digit

2 Point 2 digits

Point 3 digits3

Press   RESET   key and     1     key to get the  following"FUN" setting mode.

 

 

Up or Down .....
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Up/Down
A/B mode

Press      1      key Press    2    key Press     4      key Press     3     key 

Press   RESET  key,
after function setting.  L

RESET Mode

Revert by manual
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Revert by next signal

Delay 0.2sec. to auto-revert

Delay 0.5sec.    "

Delay 1.0sec.    " Delay 3.5sec.    "
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Function Setting

Press   RESET  key, after LOCK setting.  

(After FUN setting to get next "DIV" setting. )

 

 

"DIV" : DIVIDEND  Setting

Parameter

Lock FUN & SV setting
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(Dividend 0-999 )

 

 
(Press   RESET   after "DIV" setting.)

 

 

Parameter LOCK 
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Connection Diagram

Input speed 

0    
1   
2
4
5
6 

30cps

300cps

1000cps

30cps (Auto-reset)

300cps(Auto-reset)

1000cps(Auto-reset)
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